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Appearance
Use Filter bags
Composition 100% homopolymer acrylic
Area Weight (g/m2) (DIN53854) 600
Thickness (mm) (DIN 53855) 2.7
Air Permeability (DIN 53887) 120 (1/dm2 min @ 200 Pa)
Dimensional Stability @ 150oC (%) <1.0
BIA Category Not applicable
Surface Finish Singed collection side only
Additional Treatments Heat set
Surface Electrical Resistance Not applicable
Temperature (dry heat)
Continuous (oC) 140
Peaks (oC) 150
Chemical Resistance
Hydrolysis Good
Acids Good 
Alkalis Very Good
Oxidising agents Very Good 
Organic solvents Very Good 
Abrasion Resistance Good 
Supports Combustion Yes

Used mainly in the temperature range 90 to 
125oC in the presence of moisture/steam and 
mild acid conditions where polyester would fail 
due to hydrolysis.  Homopolymer acrylic has a 
narrow window of application, typically drying, 
low temperature flue gas applications and some 
milling operations where moisture may be 
present.

What to avoid
Although superior to polyester, acrylic will suffer 
from hydrolysis when subjected to high 
moisture/steam and acid content at elevated 
temperatures.  Also avoid concentrated alkalis at 
high temperature.

Homopolymer Acrylic (Dralon) Needlefelt

Suitable applications




